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APPLICATION 
         Cooling Fresh Water Cooling Sea Water Sea Water Service Ballast  

CONSTRUCTION 
         The EMC-type is solid casing type and is fitted to motor shaft rigidly. This series can 
be used for Line pump because the center of gravity and height is low and suction inlet and 
discharge out let of the both sides are in a straight line. The pump can be used as an automatic 
self-priming pump by fitting an air ejector. 

NAME & MATERIAL 

 
material 

serial number name number 
seawater freshwater 

001 casing 1 bronze cast iron 

002 casing cover 1 bronze cast iron 

003 impeller 1 bronze bronze 

020 casing ring 1 bronze bronze 

021 casing ring 1 bronze bronze 

050 0-ring 1 rubber rubber 

101 shaft 1 stainless steel stainless steel 

103 impeller key 2 stainless steel stainless steel 

120 impeller bolt 1 stainless steel stainless steel 

124 impeller washing 1 stainless steel stainless steel 

158 set screw 1 carbon steel carbon steel 

159 stopping ring 1 carbon steel carbon steel 

301 coupling 1 carbon steel carbon steel 

305 coupling bolt & nut  carbon steel carbon steel 

501 gland packing 4 1    

503 lantern ring 1 bronze bronze 

504 gland 1 bronze bronze 
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MODEL CODE  

 

THE CAPABILITY TABLE OF THE EMC-TYPEWITH 50Hz 
CAPACITY POWER     KW 

TYPE 
m^3/h l/min 

TOTAL 
HEAD 
(m) 

SPEED 
(rpm) SHAFT 

POWER 
MATCHING 

POWER 

MOTOR- 
TYPE 

30 500 23.00 3.76 

50 833 21.50 4.88 -7.5 

60 1000 18.50 

1500 

5.21 

7.5 YH132M-4V1 

27 450 21.50 3.22 

45 750 17.50 3.70 -5.5 

54 900 16.50 

1500 

4.11 

5.5 YH132S-4V1 

25 417 17.50 2.65 

42 700 15.00 3.01 

EMC-100C 

-4 

50 833 13.00 

1500 

3.22 

4 YH112M-4V1 

48 800 24.00 5.37 

80 1333 21.00 6.85 -11 

96 1600 17.50 

1500 

7.15 

11 YH160M-4V1 

42 700 22.00 4.75 

70 1167 20.00 5.69 -7.5 

84 1400 18.00 

1500 

6.15 

7.5 YH132M-4V1 

42 700 17.50 3.85 

70 1167 15.00 4.28 

EMC-125C 

-5.5 

84 1400 12.00 

1500 

4.78 

5.5 YH132S-4V1 

65 1083 22.00 7.79 

108 1800 21.00 9.20 -11 

130 2167 18.00 

1500 

9.80 

11 YH160M-4V1 

66 1100 17.00 5.50 

110 1833 15.00 6.81 

EMC-150C 

-7.5 

132 2200 12.00 

1500 

7.05 

7.5 YH132M-4V1 

96 1600 23.50 10.97 

160 2667 21.00 12.89 -15 

192 3200 18.50 

1500 

13.07 

15 YH160M-4V1 

78 1300 19.50 7.81 

130 2167 17.50 8.60 

EMC-200C 

-11 

156 2600 16.00 

1500 

9.20 

11 YH160M-4V1 

162 2700 25.00 17.23 

270 4500 21.00 20.50 -30 

324 5400 19.00 

1500 

24.30 

30 YH200L-4V1 

150 2500 19.00 13.32 

250 4167 18.00 17.51 

EMC-250C 

-22 

300 5000 17.50 

1500 

20.34 

22 YH180L-4V1 
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THE CURVE OF CAPABILTY 
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DIMENSION 

 
MOTOR BORE DIMENSION   mm  

TYPE 
KW RPM SUC DIS A B C D E F G H J W Z 

4.00 100 100 280 560 150 420 120 25 290 240 100 810 28 

5.50 
1500 

100 100 280 560 150 440 120 25 290 240 100 895 28 EMC-100C 

7.50  100 100 280 560 150 440 150 25 290 240 100 935 28 

5.50 125 125 300 600 160 450 120 25 290 240 100 905 28 

7.50 125 125 300 600 160 450 120 25 290 240 100 945 28 EMC-125C 

11.00 

1500 

125 125 300 600 160 480 150 25 290 240 100 1030 28 

7.50 150 150 315 630 160 473 150 25 360 290 100 968 28 
EMC-150C 

11.00 
1500 

150 150 315 630 160 503 150 25 360 290 100 1053 28 

11.00 200 200 335 670 190 528 150 25 360 290 100 1078 28 
EMC-200C 

15.00 
1500 

200 200 335 670 190 528 150 25 360 290 100 1123 28 

22.00 250 250 400 800 200 600 150 25 410 325 100 1225 28 
EMC-250C 

30.00 
1500 

250 250 400 800 200 600 180 25 410 325 100 1330 28 

 

THE CAPABILITY TABLE OF THE EMC-TYPEWITH 60Hz 
CAPACITY POWER     KW 

TYPE 
m^3/h l/min 

TOTAL 
HEAD 
(m) 

SPEED 
(rpm) SHAFT 

POWER 
MATCHING 

POWER 
MOTOR-TYPE 

36 600 34.00 6.06 

60 1000 30.00 7.78 -11 

72 1200 26.00 

1800 

8.50 

11 YH160M-4V1 

34 567 29.00 5.70 

56 933 25.00 6.35 -7.5 

67 1117 21.00 

1800 

6.70 

7.5 YH132M-4V1 

33 550 24.00 4.49 

55 917 20.00 4.75 

EMC-100C 

-5.5 

66 1100 14.00 

1800 

4.90 

5.5 YH132S-4V1 
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60 1000 34.00 9.11 

97 1617 30.00 11.32 -15 

115 1917 25.50 

1800 

11.74 

15 YH160L-4V1 

50 833 28.00 7.33 

82 1367 25.00 8.46 -11 

100 1667 21.50 

1800 

8.74 

11 YH160M-4V1 

48 800 22.00 5.75 

80 1333 17.50 5.96 

EMC-125C 

-7.5 

96 1600 12.50 

1800 

6.10 

7.5 YH132M-4V1 

80 1333 32.50 12.20 

130 2167 30.00 14.96 -18.5 

160 2667 26.00 

1800 

15.73 

18.5 YH180M-4V1 

75 1250 27.50 10.80 

125 2083 25.00 12.70 -15 

150 2500 22.00 

1800 

12.84 

15 YH160L-4V1 

72 1200 24.00 9.41 

120 2000 20.00 9.80 

EMC-150C 

-11 

145 2417 16.00 

1800 

10.20 

11 YH160M-4V1 

115 1917 33.50 18.41 

190 3167 30.00 20.98 -30 

230 3833 27.00 

1800 

22.25 

30 YH200L-4V1 

125 2083 27.00 17.02 

210 3500 25.00 19.32 -22 

250 4167 20.00 

1800 

19.52 

22 YH180L-4V1 

120 2000 27.50 14.98 

200 3333 22.50 16.56 -18.5 

240 4000 17.50 

1800 

16.87 

18.5 YH180M-4V1 

120 2000 23.00 12.52 

200 3333 17.50 13.24 

EMC-200C 

-15 

240 4000 12.00 

1800 

13.52 

15 YH160L-4V1 

195 3250 36.00 29.41 

325 5417 30.00 34.48 -45 

390 6500 24.00 

1800 

35.40 

45 EH225M-4V1 

186 3100 30.50 24.92 

310 5167 25.00 28.14 -37 

372 6200 20.00 

1800 

28.85 

37 YH225S-4V1 

180 3000 28.00 23.66 

300 5000 23.00 26.10 -30 

360 6000 18.00 

1800 

27.20 

30 YH200L-4V1 

156 2600 26.00 19.38 

260 4333 22.50 22.13 -30 

312 5200 20.00 

1800 

24.71 

30 YH200L-4V1 

180 3000 23.00 17.50 

300 5000 17.50 19.25 

EMC-250C 

-22 

360 6000 12.50 

1800 

20.58 

22 YH180L-4V1 
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THE CURVE OF CAPABITY 
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DIMENSION 

 
MOTOR BORE DIMENSION  mm  

TYPE 
KW RPM SUC DIS A B C D E F G H J W Z 

5.50 100 100 280 560 150 440 120 25 290 240 100 895 28 

7.50 100 100 280 560 150 440 120 25 290 240 100 935 28 EMC-100C 

11.00 

1800 

100 100 280 560 150 470 150 25 290 240 100 1020 28 

7.50 125 125 300 600 160 450 120 25 290 240 100 945 28 

11.00 125 125 300 600 160 480 150 25 290 240 100 1030 28 EMC-125C 

15.00 

1800 

125 125 300 600 160 480 150 25 290 240 100 1075 28 

11.00 150 150 315 630 160 503 150 25 360 290 100 1053 28 

15.00 150 150 315 630 160 503 150 25 360 290 100 1098 28 EMC-150C 

18.50 

1800 

150 150 315 630 160 503 150 25 360 290 100 1123 28 

15.00 200 200 335 670 190 528 150 25 360 290 100 1123 28 

18.50 200 200 335 670 190 528 150 25 360 290 100 1148 28 

22.00 200 200 335 670 190 528 150 25 360 290 100 1183 28 
EMC-200C 

30.00 

1800 

200 200 335 670 190 528 150 25 360 290 100 1258 28 

22.00 250 250 400 800 200 600 150 25 410 325 100 1255 28 

30.00 250 250 400 800 200 600 150 25 410 325 100 1330 28 

37.00 250 250 400 800 200 630 180 25 410 325 100 1380 28 
EMC-250C 

45.00 

1800 

250 250 400 800 200 630 180 25 410 325 100 1405 28 

 

 


