
 
 

CWX Vortex Centrifugal Pump Catalogue 
 
 
 
CWX vortex centrifugal pump  
This pump is mainly used as fresh or sea water sanitation, washing, hydrophone tan or drink water supply and so 
on in marine and off shore industry, with self-priming suction head in about 3 to 4 meter. 
For model with A, it is with model with bracket type. 
Pump specification in 50Hz motor, 2900rpm. 

 

                                                 
Unit: mm 
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Model Capacity 
(m3/h) 

Head 
(m) 

NPSHr 
(m) 

Power 
(kw) 

1.5CWX-2 3 40 4 2.2 
1.5CWX-2A 3 40 4 2.2 
1.5CWX-3 6.5 35 4.5 3 
1.5CWX-3A 6.5 35 4.5 3 
1.5CWX-4 10 35 5 4 
1.5CWX-4A 10 35 5 4 

Model(refer pic left) A B C H h L I I1 I2 I3 n-s 
1.5CWX-2(Z2C-22 motor) 200 205 73 140 348 718 240 240 395 260 4-15 
1.5CWX-2(YH90L-2 motor) 140 125 56 90 293 656 155 180 310 180 4-10 
1.5CWX-3(YH100L-2 motor) 160 140 63 100 303 656 176 205 320 190 4-12 
1.5CWX-4(Z2C-32 motor) 225 260 75 150 353 790 290 270 455 305 4-15 
1.5CWX-4(YH112M-2 motor) 190 140 70 112 315 656 180 245 310 180 4-12 
Model(refer pic right) A B C E I       
1.5CWX-2A(Z2C-22 motor) 1010 390 260 304 260       
1.5CWX-2A(YH90L-2 motor) 905 290 265 312 160       
1.5CWX-3A(Z2C-32 motor) 935 310 265 314 180       
1.5CWX-4A(YH112M-2 motor) 935 310 265 312 180       


